
General Notes

All dimensions to be checked on site prior to proceeding. Do not scale from 
drawing. Any discrepancies to be reported to the Designer by the Contractor 
before proceeding. Sizes of dimensions to any structural elements are 
indicative only. This drawing to be read in conjuction with all relevant 
Designer's drawings, specifications and other Consultant's information.
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Existing fencing retained - no new hedges

Fire pit  and surrounding
picnic tables are moveable
so can be configured differently 
to suit the needs of the site
Central to the space is a 
Sandstone base for the 
firepit to sit on

Top car park
re-surfaced

Existing plants reused

Chipping path 
with metal edging

'Cloud'  pruned Osmanthus burkwoodii , with 
cleared strems, planted at differing diameters and 
heights to provide an undulating, evergreen 
structure. The wall will be visible between the clear 
stems, and the bed below planted with wild 
strawberries. 

Clipped topiary and planters soften
the paving in front of the building

Cor-ten steel planters
with seasonal plantings

ACO drain - for details see drawing 
TWH-JJB-LD-GF-SP-L-101
Connection to be confirmed by 
drainage engineer

Yew hedging alternating with grasses

Existing conifer hedge retained

Staff only enclosure for 
bin storage

Trained trees and climbers chosen for leaf texture trained on 
metal rods above hazel panels all set between carved oak posts 
Cor-ten steel bed edges, retain the soil in open base planters. 
Underplanting of culinary herbs contines adjacent to the main 
walkway to provide a division of space. 

Clipped mounds of
rosemary planted at 
the base of the sign

Bespoke timber framed tent c. 90sqm  
(13.46 x 6.67m )  with a porch area  of 
14sqm (3.x 4.73m)  More details of this 
area are shown on drawing: 
TWH-JJB-LD-GF-SE-L-0203 Dining 
Terrace to Stream Edge Section B and 
TWH-JJB-LD-GF-SK-L-0301 Timber 
Framed Tent Details
Frame left to weather naturally

LPG tanks. More details of this area 
are shown in drawing 
TWH-JJB-LD-GF-DR-L-0110 Upper 
Carpark and Service Area

Proposed mixed native hedge

Proposed native Fagus sylvatica 
(beech) hedge replacing conifer 
hedge

Native hedging to replace panel fence

300mm Red Sandstone band 
between chippings and lawn 

5.5m ecology set back from 
top edge of river bank

2 x extra width (3.6m 
wide) parking spaces 
adjacent to the EV 
charging point

Carved oak posts and handrail to 
replace existing  structure to the 
walkway edges

Imported Sandstone

Proposed wall is included in 
Drawing 
No:014_1100_P4_GA_PR_GROU
ND_FLOOR in the  DAS 
DM/2023/01408 and listed building 
consent application DM/2023/01409

Chippings surface

Open entrance 4.5m wide

Traditional metal estate railing 1.2m 
high on either side of gate only

Grey Sandstone surfaced - details of 
ramps and steps by DuBoulay

Additional bike racks
NB number of car parking spaces 
reduced

ACO slot drain - for details see drawing 
TWH-JJB-LD-GF-SP-L-101
Connection to be confirmed by drainage engineer

Area resurfaced with tar and chip

Area resurfaced with chippings

ACO drain on drip line of tent - for details see 
drawing TWH-JJB-LD-GF-SP-L-101
Connection to be confirmed by drainage 
engineer

ACO drain on drip line of tent - for 
details see drawing 
TWH-JJB-LD-GF-SP-L-101
Connection to be confirmed by 
drainage engineer

Opening served by cattle grid drain, connected to 
existing drain to prevent flooding of upper carpark by 
road run off. Entrance flanked by low stone wall with 
estate fencing on top to direct flow of water

Firewall

Width of planting bed adjusted to accomodate 
wall foundations

Ramp leading to Room 10 to give
level access for wheelchair users

Estate railing style gate

Additional dog wash area - moved

Planters used to 
control egress 
through bar doors

Wheeled planter to block
day to day access

planters removed

Raingarden (SAB requirement)

Existing Willow retained 

Native hedge

Area surfaced with chippings

Surface changed to Sandstone

Fencing changed to mesh 
panel fencing and gates, all 
gates timber clad

Ramp to access bin store

Emergency exit gate

Gates with self closing hinge to 
enclose main garden for child safety
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P1   21.3.24    KR        Revised Design detail
P2   22.5.24    EV        minor changes to paving layout

P4

P3   29.5.24    KR        removal of gates to upper parking

KEY 

Building

Tree proposed  - please see 
planting plans for details

Shrub proposed - please see 
planting plans for details where
issued

Native Hedging proposed - 
see planting plans for details 

Evergreen Hedging proposed - 
see planting plans for details 

Species rich meadow - see 
planting plans for details 

Mown Lawn

Grass matrix border - planting 
consisting of a mix of grasses 
and flowering herbaceous 
perennials

Mixed ground cover and shrub 
planting 

Estate railings -  traditional 5 rail 
with height of 1.2m in self 
coloured mild steel. 

Chain link fence - 1.8mh safety 
enclosure around LPG tanks

New stone wall - to match existing Proposed wall is included in Drawing 
No:014_1100_P4_GA_PR_GROUND_FLOOR in the  DAS 
DM/2023/01408 and listed building consent application DM/2023/01409 

Grey Sandstone paving - for 
details see plans

Cellular confinement and 
chipping surface

Resurfaced tarmacadam

Levels proposed

Pot or planter

Furniture

RAW Cobbles - for details see 
plans

Red Sandstone paving - for 
details see plans

Reused slabs - for details see 
plans

Metal edging 150mm x 6mm 
on 600mm x 20x 20mm pins

Permeable chipping surface 5mm to 
dust local crushed stone well 
consolidated to a depth of 50mm

P4   20.6.24    KR        Revisions to Longbow comments
P5   23.7.24    EV        Service area and cafe revised

P12

P6   7.10.24    EV        various changes - in red
P7   7.10.24    EV        correction to viewpoint file
P8   12.12.24    EV        Minor amendments to front of 

    house, playground amended
P9   23.01.25    EV        Scope of works reduced 
P10  28.2.25    EV        Further reductions to Scope of 

     works (in red)
P11  3.3.25    EV        Minor changes to paving 
P12  17.3.25    EV        Adjustments to paving and lighting 
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